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HOT-MIX ASPHALT MIXTURE REQUIREMENTS . .
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K HOT-MIX ASPHALT SURFACE COURGE, MIX D", N70, (L-S.5mm) - 1 172" 77 @ 70 OVR EXISTING GROUND PORTLAND CEMENT CONCRETE
& HOT~MIX ASPHALT NDER RSE. -19.0, - ” % YR
g 0T-MI ALT BINDER GOURSE. IL-19.0. N80 - 2 174 7856 G (GgaEgaTe 3ase couR,
3 THE UNIT WEEGHT USED TO CALCULATE ALL HMA SURFACE MIXTURE QUANTITIES IS §12 LBS/SO YD/IN. AGGREGATE SHOULDER \ -

ACGREGBATE SUBCRADE
IHPROVEMENT

THE “AC TYPE” FOR POLYMERIZED HMA MIXES SHALL BE "'SBS/SBR PG 76-22" (6-INCH MIN)

HMA THE “AC TYPE” SHALL BE PG 64-22" UNLESS MODIFIED 8Y DISTRICT ONE SPECIAL PROVISIONS.

FOR “PERCENT OF RAP* SEE DISTRICT ONE SPECIAL PROVISIONS ~ PARKWAY RESTORATION
AND FOR NON-POLYMERIZED PROPOSED TYPICAL SECTION

SCHOENBECK ROAD (L MAX PAY ITEM WIDTH IS 9 OR AS
TR DETERMINED BY THE ENGINEER DURING
CONSTRUCTION

v AGGREGATE SUBELRABE TMPROVEMENT HAS BEEN PROVIDED FOR USE AT THE
LOCATIONS INDICATED FOR SOILS THAT TEND 7O BE UNSUITABLE OR UNSTABLE. THE ACTUAL NEED
FOR REMOVAL AND REPLACEMENT WITH PGES WILL BE DETERMINED IN THE FIELD AT THE TIME OF
CONSTRUCTION BY THE ENGINEER, ALL POTENTIALLY UNSTABLE SOILS SHOULD BE TESTED WITH A
STATIC CONE PENETROMETER AND TREATED IN ACCORDANCE WITH ARTICLE 30L03 AND THE
UNDERCUT GUIDELINES IN THE IDOT SUBGRADE STABILITY MANUAL. IF UNSTABLE AND/OR
UNSUITABLE MATERIAL IS ENCOUNTERED, THE SOIL SHALL BZ REMOVED AND REPLACED WITH PGES OR
EMBANKMENT AS DETERMINED BY THE ENGINEER. IF UNSTABLE AND/OR UNSUITABLE MATERIAL IS
NOT ENCOUNTERED, THEN THE QUANTITY SHALL BE DEDUCTED AND NO ADDITIONAL COMPENSATION
WILL BE DUE THE CONTRACTOR. A QUANTITY OF REMOVAL AND DISPOSAL OF UNSUITABLE
MATERIAL SHALL ALSO BE DEDUCTED WITH NO ADDITIONAL COMPENSATION DUS THE CONTRACTOR.
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